37 x 1.410"

CHANNEL SHALL CONFORM
TO 6061-T6 CUT FLANGES

SIGN PANEL CONNECTED
TO CHANNEL WITH 3"

S.S. BOLTS WITH NUTS
& WASHERS e 12" C.C.

/

x 170" ALUM.

NECESSARY

SIGN ATTACHMENT DETAIL

STAINLESS STEEL TYPE 201
STRAP 34 x .030” THICK.

VERTICAL POLE INSTALLATION ONLY

MAX. SIGN WIDTH 5/-0”
(PLAN VIEW)

>

N

AT POLE. IF
6" MAX ]
1
y
SPACING OF
CHANNEL
(SEE TABLE)
\

SHEET ALUM.
SIGN PANEL

/_

[

STAINLESS STEEL

TYPE 201 STRAP

~

34" WIDE x .030"

A

_—/////////////\\_.AC::>
POLE

BACK OF THE SIGN

3" x 1.410” x .170" ALUM.
CHANNEL SHALL CONFORM

TO 6061 - T6 CUT FLANGES
AT POLE AS NECESSARY

CHANNEL SPACINGS
SIGN SPACING OF
WIDTH CHANNEL
36" 30"
48" 18"
60" 12"

SPECIFICATION | CATEGORY CODE ITEMS
813
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SIGN BANDING DETAIL - TYPE A
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STANDARD
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THICK.




